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Multi-mode termini, size 16
for multi-channel cylindrical fibre optic connectors
features, how to order

STAINLESS
STEEL BODY

SPRING

STAINLESS STEEL
ALIGNMENT SLEEVE

STAINLESS STEEL
ALIGNMENT SLEEVE

CERAMIC FERRULE

STAINLESS STEEL
BODYPIN

SOCKET

Size 16
Multi-mode
Pin Contact

Size 16
Multi-mode

Socket Contact

Amphenol® Multi-mod16 Termini
Features and Performance Levels:
• Ceramic alignment ferrule which precisely

positions the fibre within the termini.
• Stainless steel alignment sleeve, assembled

on the socket after polishing insures
accurate fibre to fibre alignment (a ceramic
alignment sleeve is also available).

• Typical insertion loss for 100/140fibre with .2NA
at 820nm is .5 to .7 dB using Air Gap (AG) polish
Use of the ceramic ferrule and sleeve
maximises the ability to hold extremely tight
dimensional tolerances while maintaining
accurate concentricity, thus providing
superior and consistent optical loss performance.

• Termination accomplished using the industry
proven epoxy/polish method. Can be
polshed Air Gap (AG)) or Physical Contact (PC).

• Socket cleaning optional. Consult Amphenol,
for termini cleaning tool.

Multi-mode Size 16 Fibre Optic Termini

Amphenol® Multi-Channel fibre optic connectors are supplied less contacts. Order multi-mode
termini by Amphenol part number designation or MIL-29504 designation as shown in the
charts below.

*     Indicated dimension when fully assembled.
* *   Alignment sleeve shipped unassembled

Fibre Size•
Core Cladding
Dia (Microns)

50/125
62.5/125
100/140

100/140/172
100/140/172

200/230
200/240
200/280
200/300

Size 16 Socket

CF-198035-010

CF-198035-017
CF-198035-029
CF-198035-29A
CF-198035-053
CF-198035-057
CF-198035-074
CF-198035-080

Size 16 Pin

CF-198036-010

CF-198036-017
CF-198036-029
CF-198036-29A
CF-198036-053
CF-198036-057
CF-198036-074
CF-198036-080

A Dia Ref

Inches Microns

.0050

.0057

.0069

.0068

.0093

.0097

.0114

.0120

127

145
175

173.5
236
245
290
305

M29504
Part Number

Socket

Reference
Amphenol Part Number

Pin Socket

M29504/5-4046

M29504/5-4050

Pin

M29504/4-4040

M29504/4-4044

CF-198035-10

CF-198035-17

CF-198036-10

CF-198036-17

• Additional sizes available upon request

Power contacts can be purchased separately.
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D38999 26 W** A 35 S AMS27467 T**-11B-35 S A

* Not available in box mount receptacle style
** For Hermetic connectors drop T and replace with Y

LJT 06 RT**-11-35 S A (014)

*  Note: Add S to TV on F class connectors
** For Hermetic connectors drop RT and replace with Y

How to order
TV POO R W**-11-35 S A (W02)

*  Note: 200°C rated use "S" in part number
** For Hermetic connectors drop RW and replace with Y

Series Designator
MIL-C-38999

LJT Series I
JT Series II
SJT PAN6433-2

Style See Chart

Class
RE= Box mount receptacles

with grommet nut
RT= Removable contacts ac-

cessory thread
A= Fixed solder contacts
Y= Hermetic Seal

Deviation see chart

Alternate Keyway
Letters A to D

Contact Style
P= Pin contact
S= Socket contact

Insert Arrangement

Shell
LJT odd nos 9 to 25
JT & SJT even nos 8 to 24

Series
TV MIL-C-38999 Series 3
CTV Composite
(C)TVS=200°C rated

Style See Chart

Contact Class

R= Removable Contacts
Y= Hermetic Seal

Class
*B= Nickel Aluminium Bronze
*F= Electroless Nickel
W= Olive Drab
*K= Fire Wall

Deviation see chart

Alternate Keyway
Letters A to E

Contact Style
P= Pin contact
S= Socket contact

Insert Arrangement

Shell Size

Style See Chart

Class
*T= Threaded accessory
E= With grommet nut
Y= Hermetic Seal

Shell Size
Series 1 Odd nos 9 to 25
Series 2 Even Nos 8 to 24

Finish
A= Clear Chromate
B= Olive drab
F= Electroless nickel

Alternate Keyway
Letters A to D

Contact Style
P= Pin contact
S= Socket contact
A= Less pin contact
B= Less socket contact

Insert arrangement

MIL-C-38999 Series III

Style See Chart

Contact
W= Olive drab
F= Electroless nickel
K= Fire Wall
M= Electroless Nickel

Composite
J= Olive Drab Composite
Y= Hermetic Seal

Shell Size
Letters A to J
A=9 B=11 etc

Alternate Keyway
Letters A to E

Contact Style
P= Pin contact
S= Socket contact
A= Less pin contact
B= Less socket contact
H= 1500 mating pin

contacts
J= 1500 mating socket
contacts

Insert arrangement

Style Chart Series 1

Style TV D38999 BS Series 3 JN1034

Back wall mount receptacle (S) P00 20 C6170 A
Jam nut (S) 07 24 C6177 B

Back box reptacle (S) P02 - - F
Grounded plug (S) 06 26 C6176 C
Lanyard release FBR 31 - E

Hermetic Box Mount Rec. 02Y 21 - -
Hermetic Jam Nut Rec. 07Y 23 - -

Hermetic Solder Mount Rec. 1Y 25 - -

Style Chart Series 3
Style SJT PAN JN1003 VG96912

Wall mount receptacle 00 - - -
Back wall mount receptacle 00 B B A

Box mount receptacle 02 - - -
Jam nut 07 A - B

Plug 06 F - E

Grounded plug G06 FG FG D
Hermetic Solder Mount Rec. 1Y - E C

Hermetic Jam Nut Rec. 07Y - - -

Style Chart Series SJT

Style JT Pan BS series 2 MS series 2  HE309

Wall mount receptacle 00 - C2022 27472
Back wall mount receptacle PQ00 B C2023 27497 03

Box mount receptacle 02 - C2251 27499
Long box mount receptacle 02 (053) - C2552 27513

Jam nut 07 A C2024 27474 07
Back box receptacle P02 E C2253 27508

Plug 06 F C2020 27473 06
Grounded plug G06 FG C2021 27484 G06

Hermetic Wall Mount Rec. 00 - - 27475 -
Hermetic Box Mount Rec. 02 - - 27476 -

Hermetic Solder Mount Rec. 1Y - - 27478 -
Hermetic Jam Nut Rec. 07 - - 27477 -

Style Chart Series 2

** For Hermetic connectors drop W and replace with Y

Style LJT MS Series 1 BS Series HE308

Wall mount receptacle 00 27466 C6160 00
Back wall mount receptacle PQ00 27656 C6163

Box mount receptacle 02 27496 C6162
Long box mount receptacle 02 (053) - -

Jam nut 07 27468 C6167 07
Back box receptacle P02 27505 C6164

Grounded plug 06 27467 C6166 06
Hermetic Rec. Wall Mount 00 27469 - -

Hermetic Jam Nut Rec. 07 27470 - -
Hermetic Solder Mount Rec. 01 27471 - -

A B C D E F G H J MIL Shell Size

9 11 13 15 17 19 21 23 25 AMPHENOL Shell Size






